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PREFACE 


The self saturating magnetic amplifier is one more 
application of the saturable core reactor. The general 
principles of the saturable core have been known for a 
long time. The writer has tried to apply them to the 
self saturating reactor, 

Appreciation is expressed to all those of the General 
Engineering and Consulting Laboratories, General Electric 
Company, Schenectady, N.Y. who have cooperated in giving 
advice and assistance. Among them the writer feels par- 
ticularly indebted to H.M. Ogle, Ray E. Morgan, and Hugh 
Schirk, Also the writer expresses his deepest appreciation 
to his staff advisor Dr. W.M. Bauer for his assistance and 


guidance. 
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CHAPTER TWO 


DESCR IPTION 

Cross section area of core in square inches. 

Maximum value of flux density contributed 
by the supply voltage. 

Flux density in core 

Flux density required to saturate the core. 

Flux density of the core with zero anode 
current. 

Constants dependent upon magnetization curve 

Frequency of the supply voltage. 

Overall or mean power gain from minimum to 
maximum output. 

Constant dependent upon the initial and 
maximum value of the core flux density. 

Constant for each harmonic whose value is 
computed with the aid of the table at the 
end of Appendix B. 

Average value of the load current for two 
anode coils. 

Average value of load current at the point 
on I, vs. I, curve where doubling the I, 
increases the load current approximately 25%. 

Average value of current in the control 
winding. 

Control winding current for 1 (max) in the 


load 
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DESCRIPTION 


Magnetization current. 

Rectified average value of the anode current. 
Instantaneous value of the control current. 
Instantaneous value of current in anode #1. 


Instantaneous value of current in anode #2, 
Constant 


Current constant of core material 


Constant of core material to determine time 
for the reactor to go from minimum load to 
IL (max) ۰ 

Voltage constant of core materíal. 

Inductance in henries. 

Length of ac flux path in inches, 

Number of turns on anode winding. 

Number of turns on control winding. 

Number 

Resistance of control winding circuit. 

One half coil resistance of control winding. 

Forward resistance of rectifier. 

Resistance of one anode coil. 

Anode coils resistance reflected into the 
control winding. 


Ratio of the dc flux to the maximum ac flux. 
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DESCRIPTION 
Time in seconds for the load current to 


increase from minimum value to 1T (max) ° 


Time constant based on linear circuits. 

Total flux. 

Total flux produced by control current. 

Total flux produced by a control current 
in one anode winding. 

Maximum value of flux contributed by 
supply voltage. 

RMS value of the supply voltage. 

AVE value of the rectified load voltage. 

Load watts. 

Angle of the supply frequency when the core 
saturates, 


Feedback factor. 
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SYMBOLS 
APPENDIX A 
DESCRIPTION 
Cross section area in square inches 
Magnetic flux density in maxwells per 
square inch. 
Maximum value of the magnetic flux 
density due to the supply voltage, 
Flux density of core at time of saturation. 
Flux density of core when no current is 
flowing in the anode winding. 
Defined by equation 19a in Appendix (A). 
Maximum value of the supply voltage. 
Instantaneous value of supply voltage. 
Average value of load voltage. 
Rectifier voltage drop. 
Magnetizing force per inch, in gilberts 
per inch. 
Instantaneous current in one anode winding. 
Length of magnetic path in inches. 
Resistance in the anode circuit less the 
rectifier resistance. 
Time in seconds. 
Time from zero supply voltage until core 
saturates, 
Angle of core saturation, measured from 


zero supply voltage. 
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DESCRIPTION 
Value of flux in maxwells. 


Angular frequency in radians. 
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APPENDIX B 
DESCRIPTION 
Cross section area in square inches. 
Magnetic flux density in kilolines per 
square inch. 
Magnetic flux density in core one in 
kilolines per square inch. 
Magnetic flux density in core two in 
kilolines per square inch. 
Average value of flux density in each core. 
Peak value of alternating flux density in 
kilolines per square inch, 
Value of constant control voltage. 
Peak value of applied sinusoidal voltage. 
Magnetic field intensity in ampere turns 
per inch. 
Magnetic field intensity in core #1 in 
kilolines per square inch, 
Magnetic field intensity in core #2 in 
kilolines per square inch, 
Average value of the current in the control 
winding. 


Constant ^ (Rot Fr) 
N; R, 


Constant forward resistance of rectifier. 
Constant used in representing B-H 
Curve by hyperbolic sine, in ampere turns 


per inch. 
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(Cont. ) 


DESCRIPTION 
Length of magnetic circuit in inches. 
Time in seconds. 
Constant used in representing B-H magnet- 
ization curve, inches? / kilolines. 
Constant used in representing B-H magnet- 


ization curve, ampere turns - inches 
kilolines 


Time in radians that i. begins to conduct. 
Magnetic flux in core #1, in webers. 
Magnetic flux in core #2, in webers. 

Time derivitive of flux, webers/seconds 
Angular frequency, in radians per second, 
Modified Bessel function of first kind 

of order n 

Instantaneous current in the control winding. 
Instantaneous current in #1 anode winding. 


Instantaneous current in #2 anode winding. 
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APPENDIX C 
DESCRIPTION 

Cross section area. 
Maximum value of the flux density in the 

anode core. 
Constants of magnetization curve. 
Max. RMS value of supply voltage for which 

the curves are used. 
Root mean square of the supply voltage. 


E E 


rms/ "rms ° 


Average value of the anode current less the 
straight line portion as defined by 
equation #41. 

Average value of the anode current. 

Iave/Irms‘ 

RIS value of the anode current. 

Peak value of the (n)th harmonic current. 

RMS value of the anode current minus the 
Straight line portion as defined by 
equation #18. 

Current corresponding to E' ng» 

Tame? T's 

Instantaneous value of the anode current. 

U / Ug. 

Instantaneous value of the flux linkage 


of one anode coil. 
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DESCRIPTION 
Peak value of ac flux linkage due to 
supply voltage. 
dc flux linkage of one anode winding. 


Total de flux in webers, 
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INTRODUCTION 


Because the cycle of events inside a magnetic core 
is very difficult to measure, attempts at an explanation 
of saturable core reactors are by necessity based on 
simplifying assumptions. The discussions of this paper 
are made after several such assumptions. 

The results are helpful in predicting the operating 
characteristics of the self saturated magnetic amplifier. 
The effects of distributed capacity, hysteresis, and eddy 
currents which are omitted by the simplifying assumptions, 
are generally handled as a special problem of the partic- 
ular application. There is not enough general information 
available at present to include all these factors, 

The solutions as presented are best suited for low 
frequency power supplies because of the simplifying 
assumptions. 

These comments are made in the introduction to caution 
the reader that these are not general solutions and are 


good only as long as the approximations are valid. 
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CHAPTER ONE 


A. DEFINITIONS 

The self saturated magnetic amplifier is an adaptation 
of the saturable core reactor to a magnetic controlled cir- 
cuit with considerable improvement in power gain as compared 
to the saturable reactor alone. For this reason it is prob- 
ably the most important of the present magnetic amplifiers. 
B. COMPARISON AND SIMILARITIES 

One of the best ways for the electronic engineer to 
think of a saturable core reactor is in terms of a compar- 
able vacuum tube circuit. A similar vacuum tube circuit is 
the grid controlled gas tube rectifier. The anode or ac 
winding of the magnetic amplifier presents a high impedance 
to the flow of current in this winding until such time as 
the core saturates. The time at which the supply voltage 
saturates the core can be controlled by the current in the 
control or signal winding, this action being similar to the 
control grid of a gas tube rectifier, 

Once the core saturates, the instantaneous current in 
the anode winding is limited only by the circuit resistance. 
This compares with loss of grid control once the gas tube 
fires. To a first approximation the anode winding continues 
to conduct until the direction of the applied potential is 
reversed. 

C. OPERATION 
A cycle of operation of the circuit labelled 1b will 


next be explained. It consists of two magnetic cores each 


(2) 








with an anode winding. The control or signal winding is 
common to both cores. This circuit is commonly referred 
to as single ended, since like a triode, the anode current 
can change only in magnitude and not in direction. Assume 
the current in the signal winding to be zero, and further 
refer to one of the anode windings. Next, refer to Figure 
#3. NI on the horizontal axis represents the ampere turns 
in the one core due to current in the anode winding. Under 
Steady state conditions there will be a residual flux den- 
sity of magnitude "A" when the current in this anode has 
reached zero. The rectifier in series with the anode pre- 
vents the current reversing in the coil during the next 
half cycle and the magnetic flux density remains at "A", 

During the half cycles of the supply voltage that are 
of the correct polarity for current to flow in the anode 
winding, the flux density should increase from "A" to "B" 
in approximately 120 electrical degrees of the supply fre- 
quency. (This is a still under the condition of zero cur- 
rent in the control winding.) The knee of the curve or 
point "B" is the point at which rapid buildup of anode 
current begins. A typical current waveform is shown in 
Figure #L. 

This saturation or firing usually occurs in a very 
few electrical degrees of the supply frequency "E,". 
The final instantaneous value of the anode current is 
limited by the impedance of the load, resistance of the 


anode winding, the air core inductance of the anode coil, 


(3) 








and the instantaneous value of the supply voltage "Eg". 

The 120 electrical degrees of the supply voltage for 
core saturation is chosen for the no Signal current condi- 
tions. Best control of the load current by the signal 
current is thus obtained. A typical output current vs. 
control current is shown in Figure #5. The control current 
is considered positive when it reduces the time required 
for the core to saturate. Reducing this time of saturation 
increases the current to the load contributed by each anode. 

The current in the control winding can be thought of 
as shifting the hysteresis loop to the right or left in 
Figure #3. Or again, point "A" may be considered as moving 
along the upper curve of the hysteresis loop with zero anode 
current. Either viewpoint shows that the time of core sat- 
uration can be controlled by the current in the control 
winding. 

D. CIRCUIT ARRANGEMENT 

The two anode coils are so connected with the recti- 
fiers that one saturates during each half cycle of the 
supply frequency. If the point "A" is moved toward "B" 
in one core during its half cycle of operation, then the 
point "A" must also move toward "B" in the other core dur- 
ing the next half cycle of operation. If the anode wind- 
ings are wound in the same direction on the two cores, then 
they must be connected oppositely. This connection is in- 
dicated on some of the prints by calling the start "s" and 


the finish "f", 


(4) 








Figure "la" and "lb" are similar as far as the mag- 
netic circuit is concerned. The load current in Figure 
"la" is ac and in "lb" is pulsed de. Figure #2 is an 
example of a push pull circuit. Its connections are more 


involved and will not be covered here. 


(5) 
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CHAPTER TWO 


A. CHARACTERISTIC AND DESIGN 

Since the operation of the self saturated amplifier 
is different for high and low driving sources, the opera- 
tion will be investigated for both these conditions. Also, 
the investigation will be centered around parallel connec- 
ted magnetic amplifier as shown in Figure #6, which is the 
basic circuit discussed in Chapter One, 

Briefly, the information will be presented as follows: 
First, a group of practical design formulas based on lab- 
oratory experiments for different core materials are listed, 
and their use indicated. Second, the use of formulas de- 
veloped in Appendix "A" for a high impedance source will be 
indicated. Third, the use of formulas developed in Appendix 
"B" for a low impedance source will be indicated. Fourth, 
and final will be an application of the graphs of Appendix 
"0" and "D" for the determination of the characteristics 
of s saturable core reactor with provisions to insert the 
rectifiers in series with the anode windings and solve 
graphically for the results. All the developments are for 
a Sine waveform of supply voltage. 

l. For a sine wave applied to a transformer the 


following equations are familiar: 


UE S. ee 20/0) (1) 
H = oar NI (2) 


Eu 


(8) 











Since the wave shape of the voltage across a saturable 
core with an external load is not a sine wave the above 
listed formulas cannot be applied directly. Furthermore, 


B 


max 13 difficult to measure under operating conditions. 


Assume that laboratory constants can be developed which 
are accurate enough for practical use. The following 
equations*, with the exception of #6 can be derived from 


equations #1 and #2: 


V= k MFA (3) 

P 7 AB: (4) 
N 

O4¢k,k SA (5)‏ = وق ارما 


The 0.4 was determined as a constant that gave good 


results for most materials, 


eis (6) 
Ke 


P = Camp. durns/ veh) x Ly (7) 


Ne. 


G = را‎ EL (8) 
Te IK 
These equations may be rearranged as follows to solve 


Ber A, N, etc, 


* From the notes of Ray E. Morgan, General Electric Co., 
Schenectady, N.Y. 


(9) 








A (9) 


KNE 
n 
Vs = V cimp (11) 
6, 4 
Wem رت‎ 0.4 k, Ki PA (12) 
Kk = Core Constant (13) 
A 4, > ون‎ ye of Saturated Core "Ma ler al (14) 
Ne: TRU (15) 
( k, A) "4 


Equation #6 gives the time of response, which is the 
time for load current to rise from a minimum value to a 
maximum value. This equation sets no lower limit on the 
time of response. However, it is well to remember that 
the speed of response is limited by the supply frequency, 
load impedance, filters, and the upper limit of resistance 
in the control winding, either real or reflected. The speed 
of response is generally increased by inserting resistance 
in the control winding or with the use of negative feedback. 
Whatever method is used to increase the response, it is 
done at the expense of power gain, These general statements 


are taken up in detail in part #4 of this chapter. 


(10) 














Using the equations #9 through #15 a typical design 


procedure would be something as follows: 


A, 


Power Requirements 


l. 
le 
3. 
ho 


Impedance and power of input. 
Impedance and power of output. 
Required speed of response. 

Desired performance--single ended or 


push-pull, etc. 


Choice of Circuit 


l. 


Choose the type circuit to give the required 
performance determined by part "A", 

Choose the core material. 

a. Mumetal for small size high gain stages. 
b, SA-10 for 20 watts or larger with low 


frequency supply sources. 


Core Size. 


l. 
Re 


AC 
l. 
Re 


3. 
he 
5. 


Equation #14 gives the core volume. 
Using U punchings economical design requires 
that the core cross section remain within 


2:1 of a square, 


Coil Considerations 


Number of turns from equation #10. 

Supply voltage from equation #11. 

(Load voltage is determined in part "A".) 
Check the area of the coil with equation #3. 
Alter stack thickness to correct area, 

Use 500 circular mill/amp for wire size for 


three legged core and 800 circular mill/amp 


(11) 











for spirakore or ringkore, 
E. DC Coil Considerations. 

1. Number of turns equation #15. 

2. Choose wire size for desired signal current. 

3. Signal current from equation #7. 

lL. Check with equation #8 to see if the power 
gain specifications of part "A" have been met. 

5. Check step #3 in #2 to see if the size of 
wire is sufficient. 

In order to keep the amount of material used at a min- 
imum, equation #12 indicates that a large k,k, is desirable. 
For small sizes the material with the large KK; is usually 
chosen. However, for large power outputs it is possible 
that a poorer material may be somewhat larger but less 
expensive. 

2. If the impedance of the control winding is high 
then there will be little or no circulating current in the 
control winding due to transformer action of the anode wind- 
ings. The transformer action referred to is present only 
as long as the core is not saturated. 

Assuming the core would magnetize and demagnetize 
along the upper magnetization curve of the hysteresis loop, 
the time in the supply frequency cycle when the core satur- 


ates can be represented by the following equation. 


ad 


Or = Cos ( By - Be + BJ 


m 


(16) 


(12) 








Equation #15 is shown in graph form on graph #1 Al of 
Appendix "A", By is dependent upon the core and is deter- 
mined in the laboratory. Bm is dependent upon the supply 
voltage and is determined by: 
2 -8 
Dg- Eu هد‎ ۵ (17) 
co WA 

En is the maximum value of the supply voltage. N is the 
number of turns on the anode winding and A is the core 
cross section area. Bọ is the flux density of the core 
when no current is flowing in the anode winding. Bọ is de- 
termined with the aid of the magnetization curve and rep- 
resents the point "À" in Figure #3. Point "A" shifts as 
the current in the control winding is changed, For a fixed 
supply voltage Bm/Bf is a constant and is shown as a solid 
line on the graph. A Sample is taken to illustrate the use 
of graph #Al. Assume أنه‎ ai to one and the ratio of 
the initial flux density to be zero. Then the reactor would 
saturate at approximately 90 degrees. Knowing this the av- 
erage or rms of the current can be computed for a specific 
value of load resistance. Letting the ratio of Bg/Bg vary 
would give the varying angle of firing from which the varying 
load current could be computed. This information is usually 
graphed in the form of Figure #5. 

Similar information can also be obtained from graph 


IT 

724. eL] is the average voltage across the load produced 
Of 

by one reactor. The total load voltage is twice this value. 


Graph #2A is used as follows: Choose a supply voltage, 


(13) 














compute the ratio of B,/Bp which will give the correct line 
to follow along. Next, choose a value of the control cur- 
rent and compute Bg. Take the ratio of B)/B, and enter the 
graph to the Bm /Bg line then across to the output. This 
value of output must next be multiplied by Ef and divided 
by 20 to obtain the average load voltage. If the average 
output voltage is known then it is easy to compute the cur- 
rent for varying values of load resistance. 

3. If the impedance of the control winding circuit is 
low then it is reasonable to expect currents to circulate 
in the control windings due to transformer coupling from the 
anode windings. This circulating of currents will influence 
the firing of the reactor and it is reasonable to expect the 
operation to be somewhat different than the case where the 
high impedance in the control circuit prevents the circula- 
tion of induced currents. 

The three important periods of operation are, the 
conduction of current by anode #1, the conduction of cur- 
rent by anode #2, and the simultaneous conduction of cur- 
rent by both anode windings. The equations for the currents 
are developed in detail in Appendix B for each condition. 
Let i, be the current in the control winding and 15 and 14 
be the currents in the two anode windings. 

For the period that the current 14 is zero 


(18) 


/ 


"NS e fi H, tH, Cos DOC. we (Hsm wt + و‎ gem 300) 
N 


(14) 








JA Dail) NA eae ws ote (19) 
EE ll a nn 


bz” 


For the period that the current i, is zero 


7 E L [the h Cos e...) e (H, smut +H, نو سای‎ (20) 
2 dee, 
وه‎ > 24] H, sinwt + H,3n bw (21) 
Me 


For the period that i5 and 14 are conducting 


simultaneously 





"ME pr | &A ( Ho tHg Cos 2 wt ...) + ^j (22) 
id [ U عه‎ ut + Hs sin اناق‎ 7 

[He tH, ems Bot.) - 7 (23)‏ كا 
Sort uu) ]‏ مده Hy‏ + أن i, = 7 (H, Sti‏ 

eet... WI] (24)‏ ده 8 404 أ سس - 


The coefficient of the harmonics are Bessel functions 
of the first kind and the Nth order and are computed with 
the aid of the table at the end of Appendix "B", 

To determine the characteristics of an amplifier the 
following procedure may be used: 

a. Adjust the constants of the analytical expres- 
sion H = Usinh (uB) + vB to fit the magnetization curve 
of the material. 

b. Calculate B, using equation #17. 


c, Assume a value of Bg. 


(15) 








d. Determine o the time at which the current I, 
in the second anode begins to flow. 


e, Calculate NI} with the following equation 


ML, = Afin, tH, C046...) - ۷) sime +H, SIN 362...)/ A 


This permits computing the I, for the assumed Bo in Wc» 
above. 
f. Calculate the currents for the three periods 

of conduction*. Knowing the current expressed in the series 
it is possible to compute the average or rms value of the 
current. 

If additional external feedback is to be used then the 
average value of the current becomes important. Since i, 
and 13 are Similar in their respective modes the average 


value during one half cycle is the true average value. 


Cda Ke = H, 4 = + ds Jos} (26) 
Generally 
(ess ES ) ۳ 7 hake Sin wt +H, SIN wc... / (27) 


2 
It might be well to mention that this average value 
is good for feedback computation only if it is filtered, 
and then it is valid only in a steady state condition. 
lı. Formulas have now been developed for the self 
saturated magnetic amplifier using laboratory constants, 


high impedance control source, and low impedance control 


* Analytical Determination of Characteristics of Magnetic 
Amplifiers with Feedback. D. W. VerPlank; L. A. Finzi; 
D. C. Beaumariage. AIEE Tech. Paper 49-139. 


(16) 











sources which assist in predictions for design purposes. 
There is another way of solving the amplifier problem and 
this time the saturated reactor is first investigated, then 
the self saturated feature due to the insertion of recti- 
fiers is treated as positive feedback. To do this a set 


of universal curves* 


are first prepared and from these 
curves the performance of the saturable reactor can be 
predicted. 

The assumptions and approximations are listed under 
Appendix C. The circuit under consideration is Figure #6, 
without the rectifiers. After this circuit is solved then 


the rectifiers are added and the feedback included, 


The de magnetic curve is approximated analytically 


by 


in: GW tom (28) 
C, Cy, and n are constants depending upon the shape of 
the magnetization curve. The current of one anode coil is 
io, and U the flux linkage of the anode coil. The sharper 
the bend at the knee of the dc magnetization curve, the 
higher the power of N required to achieve a fit. This is 
shown on a per unit basis for the lines labelled 


O in graph #1 being sharper than I O, 


lopu-15 ? opu-5 ^ 
Graphs #1C and #2C show the analytical results less 

the straight line portion of the magnetic curve on a per 

unit basis for the rms and average basis. If it is found 


* Universal Curves for D. C. Saturated Reactors: Boyd C, 
Merrill, June 1948, Princeton University. 


(17) 











that other values of N are required then interpolation can 
be used on the graphs, 

Graphs #1 and #2 as stated are the per unit relation 
between the current and voltage less the straight line por- 
tion of the power series to represent different magnetic 
cores. The lopu values are inserted representing the cur- 
rent in the control winding on a per unit basis. 

When Iopu is zero, note that a higher power function gives 
a sharper bending curve. This is a representation of the 
knee of the saturation curve. The per unit load current 

of one material compared to another is higher as the mag- 
netization curve is represented by the higher power func- 
tion. For a given value of control current in similar amp- 
liflers one would then expect to have a larger load current 
from the core with the sharper bend at the knee of the mag- 
netization curve. Also, note that the per unit change in 
control current decreases with higher power curves for any 
Specified change in power output current, This indicates 
the desirability of a core having a steep magnetization 
curve with a sharp break to increase the gain, and such has 
been the case experimentally. However, the reader should 
remember at this point that the assumption has been made 
that once a material saturates the coil incremental induc- 
tance is the air inductance of the coil and usually neglec- 
ted. This may not be the case with some materials, especi- 
ally those with magnetization curves having steep initial 
slopes and sharp knees. The incremental inductance may re- 


main greater than air and cannot be neglected. 


(18) 
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An example is the design of large power amplifiers 
where the curves may lead to a solution that is not the 
best from over-all considerations. A material that sat- 
urates more slowly, but the magnetization curve of which 
has a flat top is the better for this application. This 
information is included to remind the reader that there 
are limitations to all these developments, which must be 
kept in mind for any particular problem. 

Since there are several lines on graph #1, take for 
example: The voltage vs. the output current of a reactor 
connected as in Figure #6, was graphed for various values 
of current in the control winding, and shown on graph #3. 
The maximum voltage of interest is 200 volts and is label- 


1 
led E »me* The current, In, 


5 is 28.9 amps for Et ms With 


5 
zero control current conditions. The curve was next re- 
duced to a per unit basis but not shown, and found to agree 
with the ninth power curve. The ninth power curve is more 
clearly shown in graph #1C. 

The next step is to superimpose the de flux linkage 
of the control winding upon graph #3. To do this, let "متا‎ 
be the dc flux linkage; then, the de flux is u 
In a like manner let Ug be the ac flux linkage of one anode 
coil due to current in the control winding. The anode dc 


flux is 21 . Since there are two anode coils the total 
M e 


anode flux is 


U = 21% 129) 
Na Nas 


(19) 
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Giving Us: او مك‎ A (29a) 
Mir 


Wiz ب 36م‎ Nie: {obo LE 


S 


9 


U, = 35757 
a 5 ROO vo/ls 


FD 2-10 then Th: 0.2875 


Next determine a single point on the U,' 10 line 
as follows: For E,,, 7 140 volts, Erpu 7 0.7. U, repre- 
sents the peak value of the total flux. Therefore, for a 


60 cycle supply as used in eraph #3 


= Us =- 0.2875 (577) : 0,548 (30) 
Un ۸۵۷2 
Looking at graph #1C we see Lepa 1.0 for Eppu — 0.7; 


r 0.548. This indicates the maximum output or 28.9 amps. 
Other points are obtained by choosing other values of anode 
voltage. This line U¿' 10 is drawn on graph #3 by con- 
necting the computed points. Similarly other lines for 
different values of U,' can be computed and drawn on the 
reactor characteristic chart, 3xperience shows that even 
though the inductance of the reactor is not a constant an 
elliptical load line is a good approximation, and is accur- 


ate enough. The equation of the load line is: 


(reactor voltage)” + (line current x RL)? `- lL. Ey 
(line voltage)“ (line voltage)? 


A load line for a load resistance of 8.72 ohms is 


(20) 








also inserted on graph #3. Having constructed the load 
line it is convenient to next draw a graph of lc vs. 


I This is done on graph #4 and compared to exper- 


cont.” 
imental results for a supply voltage of 120 volts. Other 
graphs could be constructed for different voltages thus 
giving a family of curves. 

For further investigation of the reactor, U,' vs. In 
is obtained by plotting this information from graph #3 


contro] in the steady state condition). 


(I,, is equal to I 
The slope of this curve is the incremental inductance. 
With the ac coils connected in parallel as in Figure 


#6 the equivalent circuit shown schematically represents 


a change in the control circuit voltage. 
Pie N 


i 


EQ 344. 





۲ = er. (May 
١ (A 


9 represents the equivalent of the induced current in 

the anode windings. 
R, is the resistance of the anode windings reflected into 

the control winding. The leakage reactance is small and is 
usually neglected, Any change in Icontro] does not immedi- 
ately produce a change in I, but changes i. Neglecting 
leakage reactance the circuit can be simplified by Thevenin's 
theorem into Rt Rye 
Kz Lin 


Eeg, 


(21) 
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Investigating the equivalent diagram it is seen that 
R, is the maximum value of the loop resistance. For good 
anode windings design their resistance should be as low as 
practicable. This is one limit to the response that a sat- 
urated reactor can have. The La is not a constant as seen 
by the slope of graph #4. Pictorially the current can be 
represented by the following sketch: 


Ie 


Amps 





Time 


A method for finding the I, analytically is not known. 
Appendix D presents one graphical solution for the determi- 
nation of the response of the amplifier which is an indi- 
cation of مس‎ For the GE 66G912 Reactor Characteristics 


the control circuit used was a 230 volt supply. 


(22) 








The steady state current would be 0.4 amps. However, 
Suppose the time required for the magnetization current 

to increase from zero to 0.126 amps was desired. The steps 
are laid off in graph #5 in accordance with the method de- 


veloped in Appendix D. 
sem = 18.05 


A _ 0C7 7 
kR 0.4 (195) 


At 


1 


This method of solution gave an accuracy of Similarly 
a decrease in control current can be approximated with the 
aid of a graph. 

The graphical methods of determining the characteris- 
tics of the reactor are given to show the methods of appli- 
cation to a reactor in general. Next, to obtain the char- 
acteristics of an amplifier which has rectifiers in series 
with the anode winding, a feedback factor is used. 

If feedback is either positive or negative it is con- 
venient to define a feedback factor similar to that for 


other type circuits. 


8 (Fed back d.c.) X (Feedback turns) (32) 
(Total ave. load current) Nac 
If the feedback is internal the Ng, is the turns on one 
anode winding. With feedback the control mmf is made up 
of two parts;--one from the control circuit and the other 


the feedback circuit 


Ae T 3 Ji Nae tA ¿e NR (33) 
cl, TB E (34) 
Mac 


(23) 
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For self feedback the agsumption is made that the B 
vs. NI curve passes through zero. Substituting in the 


equation for A gives a feedback factor of 4. 


A rmn an 
2 Mac 


Since feedback is based on average load current, & 
curve of the GE 660912 reactor characteristics are drawn 
on an average current basis. The resulting curves are 
shown in graph #6 based on graph #2C. Graph #6 is used for 


the self saturating circuit shown. 





| 


The Ug' are placed on graph #6 in a manner similar to 
those illustrated for graph #3. 
A sample calculation of the control current required 


using equation #35 and graph #6 is shown next. 


For v. = 0.227 T E 7 Amps 


Nac = ADO Nas 5 4 0 
۱ 5 230 
IL: 0.277 - $ (ONE . 25 ma, 


A graph of I, vs. Taye, is shown on graph #9, No 
experimental curve is available to compare with the computed 
results, however, they are easy to obtain. With positive 


feedback the hysteresis loop is relatively larger. It was 


(24) 
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present without feedback but was masked by the large value 
of control current required. Repeating again, this feedback 
is present due to the rectifier preventing the flux from re- 
versing in the core, 

Since the control current required with rectifiers in 
the anode coils in the circuit is less, then the gain of the 
amplifier has been increased. The smaller change of control 
current for a given change of U,' results in a larger effect- 
ive inductance. If the control circuit remains the same, then 
for small changes of the control current, the following is 


approximate: 








L= AY (37) 
AT. 

le > £ = Abe (38) 
Fe (alc) Ra 


A given change in load current, for any one value of 
load resistance, requires a given change in the dc flux regard- 
less of how this change is obtained. Hence, if the effective 
control circuit resistance remains a constant and feedback re- 
duces the required chenge of control current the response time 
of the circuit has been increased. Now, if the control cir- 
cuit resistance were increased until the response time were 
where it was without the added rectifiers, the gain has de- 
creased to about its value before feedback was introduced, 
The response and gain of an amplifier are interdependent. 

To analyse the behavior of the reactor with feedback 


during transits it is convenient to graph Ug! vs. .م1‎ To do 


(25) 





this, values of I, are computed from the values of I, using 
graph #6 and these computed values are plotted against the 
interpolated value of Vase This result is shown on graph #8. 
Since an important region of operation is around the steepest 
slope, the transits were taken around I, equal to zero, 

For small changes of current the slope of U¿' vs. I, 
changes slowly around the origin. for an approximate solu- 
tion L in this region can be assumed a constant. This approx- 
imation leads to an exponential transit. Sample computation 
of the transit rise with feedback is done with the aid of 
graph #8. If the control current increases from zero to 9 ma. 


the E. was found to be 1.25 volts and Reg equal to 139 ohms. 


Zi AU = ESO E S henries (39) 
Ale و‎ 07 





From this value of L the conventional time constant is 
Z.- La I MS OI CS (40) 
Re 139 

The time constant was determined to be 3.3 seconds with 
the aid of an oscillogram. The difference is not surprising 
considering the number of approximations and simplifications 
that were necessary to arrive at the solution. 

Negative feedback reduces the time of response and the 
gain of the amplifier, This type of feedback must be in- 


serted externally. 


(26) 
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SUMMARY 


All of the methods pregented require considerable pre- 
liminary preparation before the operation of the magnetiza- 
tion amplifier can be determined. It should also be pointed 
out here that the solutions are applicable only to resistance 
loads. The practical design formulas #2 through #8 are easy 
to use once the laboratory constants are determined and work 
quite well for low frequencies of supply voltage. The one 
item of interest not included which would be very useful is 
the minimum load current for a given supply voltage. 

The computing of the angle of the Supply frequency at 
which the core saturates is not difficult with the aid of 
graph #1A, The current is assumed to be resistance limited 
after core saturation and from this the wave form of the cur- 
rent can be constructed. Within the limits of the simplifi- 
cations this method is well suited to the explaining of the 
cycle of operation. The use of the upper magnetization curve 
is a step in the proper direction; however, it is well known 
that the path of magnetization is a curve lying below the 
upper loop of the demagnetization curve. 

The computing of the load current with a low impedance 
control source is more involved due to the effect of the in- 
duced current in the control winding. In general, this low 
impedance loop of the control source increases the response 
time of the amplifier. its action is similar to that of 4 
copper Slug on a Slow release relay. It delays a sudden 


change in the mean value of the magnetic flux. 


(27) 








The use of Universal Curves to determine the operation 
for different type core materials is as easy as the other 
methods. This method shows the increased sensitivity result- 
ing from the introduction of the rectifiers in series with 
the anode windings. A feedback factor of one half is an 
approximation based on the use of the dc magnetization curve. 
This factor would vary for different core materials, since 
the magnetization and demagnetization curves do not pass 


through the origino 


(28) 
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APPENDIX A 


Determination of the Time of Core Saturation. 
Assumptions and Approximation 


The forward resistance of the rectifier is zero. 

The back resistance of the rectifier is infinite. 

The reactor core saturates and de-saturates along the 
upper magnetization curve of the hysteresis loop. This 
assumption is good for materials having small hysteresis 
loops since the rectifiers prevent the current from 


reversing in the anode coils, 


( 30) 








APPENDIX A 


If one core of the parallel connected self saturating 
magnetic amplifier is considered the problem is simplified. 


For the following circuit the differential equation is 


Ke 
et T 
Es 
R- 
Ss ۰ Nee ۸0۳ #۶ s (1) 
t 


For a sine wave of applied voltage equation #1 becomes 


Em sinwt = N dip Va CAE EE, (2) 
At 


If the rectifier voltage is small with respect to Eg 


equation #2 can be approximated as follows: 


An 0 N Ap Ft, 4 )3( 
dt 
N d4 = Êm Sinwt - 65 Re (4) 
de 
B=f(HıH,) )5( 


Hs is the magnetizing force contributed by the current 
in the control winding and H is the magnetizing force con- 


tributed by current in the anode winding. In general 


H- 4 ۷7 (6) 
As 


(31) 








Since the rectifier in series with the anode winding 
prevents the reversal of current the direction of H does not 


reverse in the anode winding, In general 


d ip = A dB (7) 
Substituting from equation #7 and #6 into equation #4 
gives 
dB: (Sas عت‎ - HAIR | dt مر‎ (8) 
4 7 ۸ 
Substitute for dt in equation #8. is the incre- 


mental change in radians of the supply frequency for an in- 


cremental change in B, 





dB: (Es ino" = A ts M oS (9) 
4+77 ۸۷ | < 


With the aid of the magnetization curve a change 
in the supply frequency can be solved for in terms of m 
and H for a chosen dB, H is chosen from the B vs. H curve 
for the location of dB. This H read from the B vs. H curve 
must then be corrected for the control currents Hg before 
the instantaneous anode current can be computed, The wave 
form of the load voltage if can be plotted for ۵7۵ ۵ 
This plot would apply for a given value of control current. 
The above sample includes the anode coil resistance in the 
load resistance, This can be corrected for if the anode re- 
sistance is not small with respect to the load resistance. 
The resulting curve would have the folloving form which 
would include the small values of current that are present 


prior to saturation of the core, 


(32) 











Since the core does not saturate along the upper satura- 
tion curve the current before firing will be slightly larger 
in value. However, this portion of the current is usually 
Small and will be neglected as listed in the approximations 
below. 

By making the approximations that the pre-saturation 
current is zero, and that the current in the control winding 
will not saturate the core in the negative portion of the 
B-H curve the solution is simplified." This restriction elim- 


inates the mode - B, * Bo > 8, 


Since the current prior to the core's saturation has 
been neglected equation #8 simplifies to the following, for 
the pre-saturation period, 


dB- Em Sin wt dt x p e (10) 
NA 


Firing or saturation occurs when the critical value Bf 


at the knee of the B-H curve has been reached. 


ts 
ES A Em Simut dt (11) 
o9 NA 
De - Bo - Em Nop EOS wtp) (12) 
VA 
Or: wi; 
Or > E (3, - Bo) awa | (13) 
Em 4/08 


"Self Saturating Magnetic Amplifiers, AIEE Tech Paper 49-140 
by V. J. Dornhoefero 


(33) 








is = Em 7 (14) 


m ESAE 
ud 
© م‎ = Cos ( 5-٩ +, Ba) (15) 


Bm 
Because the rectifiers prevent the reactor core from 
saturating on alternate half cycles the value of can be 
restricted to O > O, Ir Equation #15 can be plotted 
by showing e, as a function of B¿/Bf, with Bm/Bf as a par- 


ameter. For exemple let B,/Bp = 1. 


UE D @ Ba BERN Cos E (16) 
f i pe ( Bf ae? ) C a 
۸ 
Of = Cos Bo 
By 
SAMPLE “PLOT 
Bm/Bf Bo/Bf m: 

1 -1.0 180,0 
-0,8 LES MN 
-0.6 126.9 
-0 باه‎ 11346 
-0.2 ۱۳0/۱ 
-0,0 90,0 
0.2 TORI 
OL 66.4 
0.6 5 UL 
0.8 36.9 
1:50 0,0 


Computation of average voltage across the load neglect- 
ing the prefiring skirt and assuming all the resistance is 


im the load, then for one reactor 


(34) 








7 Us 


e.) I [as de = ee (^ * Cos Oç) (17% 
© Kit 2m 


f er 
Substituting for 6 


m 








e. | = T But Bm + Bo - Br] (18) 
e, an Gi 
1 سدم‎ 
or 2 7 
. 8 
Defining Eg: wo 5ا 4ل/‎ 1o (19a) 
IT 
ej 
Op = DE + Go  / ; 02.292.180 (20) 
Er Bo By 
2m E 
Cu Ede, د‎ ¿Em (21) 
Ef Ey 
Art T 
The maximum value of e] occurs as seen by equation 


e, 
(17) for O equal to zero. This value is obtained when the 


core is saturated by the control winding. 

The idealized post firing average output for a half wave 
self-saturating magnetic amplifier may now be plotted as a 
function of 3. with al as a parameter. The full wave magnet- 
ic amplifier should have twice this value under the same sim- 
plifying assumptions. 


Bor plotting let rr 
e/a, 


E. 
2 17 


To convert the graph for the average output voltage 


Output = 





(35) 








simply multiply the readings by عل‎ 
2m 


These two graphs are general and may be used so long as 
approximation #3 is valid, Also for the graph to apply 
assumptions #1 and #2, that the rectifier has zero forward 
resistance and infinite back resistance, must be reasonably 


well approximated. 


Circuit Under Consideration 


APPENDIX 8 


eR, Y 


E, > 


fü Y 


Em Coswt 


an 
a 
V 
\/ 
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Ku: Rz 


(36) 
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APPENDIX B 


Determination of the Instantaneous Coil Currents 


Simplifications And Assumptions 


Steady state conditions exist in the amplifier. 

Load resistor is replaced by a short circuit. 

Constant voltage impressed on the control winding. 

Control winding resistance neglected in part of the 
solution. 

Leakage flux neglected, and the flux density is assumed 
constant throughout the core, 

Eddy currents and hysteresis losses are neglected per- 
mitting use of the de magnetization curve, 

Rectifier resistance is assumed a constant value in the 
forward direction and infinite in the reverse 
direction. 

All rectifiers are identical. 

Both ac coils have an equal number of turns. 


A sinusoidal variation of flux is assumed, 


(37) 








AFPENDIX B 


The type circuit is shown in the print. During one half 
cycle of operation the line current flows in one anode wind- 
ing and during the next half cycle the current flows in the 
Other anode winding, except for the brief period of commu- 
tation when current flows in both the anode windings. The 
output or line current produces a direct component of current 
in each anode winding. This component of current contributes 
to the current in the control winding, hence increasing the 
Sensitivity of the control current. 

Assumption #10 assumes the flux varies in a sinusoidal 
manner. To maintain this sinusoidal variation of flux, when 
there is current in the control windings, even as well as odd 
harmonics of the mmf are required. 


Applying Kirchoff's Laws to the electric loops gives 


E O 


ec 


+ N. ( d e, + سد‎ (1) 
dt At 





i 


2 Coswt = K, e, + N, ie +c, Ry (2) 


Ey, coswl = Rta 7 Ne e da + وه‎ Ar 
Ry is the forward resistance of the rectifiers as as- 
sumed in assumption # 
During one cycle of operation the following events occur 
La flows (positive conduction period) 


t3 flows (negative conduction period) 


flows (commutating conduction period)‏ ی and‏ ره 


(58) 











With uniform distribution of the flux in the core, the 
flux density is the total flux divided by the cross sectional 


ares of the core. 


IB). = >. S/n wl t- Bs (4) 
E = O Sinit + DB, (5) 
Where 
FC 
D, : JA A (6) 


and Bọ is the average flux density due to both the control 
current and the anode current, 
The magnetic field intensities of the core can be rep- 


resented by the following expressions 


H = Usmh (eB) + +3 Tv 
Hie د‎ Mo + H, ریک‎ wt tH Cowo v Hy Sim 300 . 


fee H,- H, Sinwt +H, Co Zast - Hs SSO 


(8) 


Ho; H]; etc. are modified Bessel functions of the first kind. 
The values of the H's are computed with the aid of the table 
at the end of the appendix. U, u, and v are constants re- 
quired to fit the H vs. B curve for the core material using 
the following equation as an analytical expression of the 5 


vs. H curve. 


H= Usmnh( kB) ¿vb 


Hig and Ho, are expressed in ampere turns per inch. 
Applying Amperes's Law to the two magnetic circuits 


gives 


AH, عبن له‎ Mai, (9) 


(39) 








AH, = Nt, - ۸ و4‎ (10) 


Where A is the mean magnetic flux path expressed in inches. 
During the positive conducting period 13 is equal to zero 


and solving equations #9 and #10 by subtracting gives 


l = = ) ار‎ (11) 
HN: 2H, Sinwt + 2H, so, 3 wt (12) 
yz d [2 He- Mac) (13) 
D z = (A Simut + پل‎ Sim 300 + (ly Sim Sut... 60 ) 


$e | <n. + Hz Cos Rul...) - (Ay smwt ولا‎ sin aut] (15) 


For the period of negative conduction 12 is equal to zero 


and in a similar manner 13 and 1 may be solved for giving 


3 = م ع‎ Sr. t + ^^ S1 Bwt... 
3 A tn 00 5 ۶ ۸۷ Sin 1 (16) 


e. 2 T Jin. t Ha Cos 2 Ut...) + (H, Sin wt + H3 sinaut.) (17) 


During the period of transition lp & 13 may be conducting 


Simultaneously and equations 1, 2, and 3 are applied. 


E. Ré +M(4Y + d (1) 

dc d ($ d Er 

Er 5 ان‎ ae t Ar, + NAY, = (2) 
dc 

E, Costo Rig و۰‎ - Nds (3) 


(1,0) 








Es Ma = 2 ۷, HNN, ( 4 C we) (1a) 


Subtracting equation #2 from #3 
o s (RR) (¿ran - Mn, ALV +) (20 3) 
dt 


Adding equation (la) to equation #3 and subtracting equation 


#2 gives 
Eje Ne = 2 ۸, tN, (-t2t G) Rz ER) (18) 
= tz = N 3 - A Hic (9a) 
No 
a > Msc (10a) 
44 


Eje Na = ZEN, è, ۰ ۸۷۰۰|: aN, TARPUN) (19) 





Exe = m * X] | (&*]* با‎ - (Fı + Pe) LN, (Het Hae) (20) 
ZR. enu, N, 
Let k': ۷ = Ra * Ry 
* ** Arten) - 
I, = Æx 
۲ y (22) 
I, = Heed wit ۲ zd EH (23) 
4 > Af H,. 
١ TOT ( Mee) de aad 
Substituting for Hj, and EN 
سل بأ‎ [KE (Motte toot nent. (+2 (25) 
is = N, C, m A He. (26) 
Na 


(1,1) 








Fk 


Ants th cos aut +My cos ut...) ML]‏ | ل وا 


1 ۱ 73. [mon a Zr Are eee (27) 


Na 
4 [4 Sin wt + Hz Sin zz 
Nz 


ee + H,cos2wt . ..( - | (28) 
۸۷ (Hk) 


Similarly l is solved for and gives the following form; 


En 2 Hg sim3uwt...) 
3 
N 


ee A (H 
8 | 7 وی‎ o! ۸ )۵5 wt...) ~ - (29) 


E 24 | ۸4 semet tH; Sin3ut 57 )30( 


The sum of l and 13 is equal to zero when 


Rearranging equations 1, 2, and 3 for the instant 1, is equal 


to zero 
E مع‎ +M, ۰ + vo | 417 
dé 
E» Cos «ot = ER tN, بسا‎ + 4, Kr (2) 
Em Cos wt - - Nz d We (3a) 
dt 
No Eu: 2Ri,Nz - (RIR), (31) 
Be: 4; AR d EE (32) 
RR, ZN; R, 
۱ 2 : 
NI, = Me -N ae 4 (33) 
2^2 ١ 


Replace 1, and ود‎ from the values during the positive 


(42) 








half cvcle; 


۸۸۸ = er (H +H, Cos RT...) E CH, 3/» wt +M sin set...) 


2 
- N, ef fli, sim ot +t sin sut. y (Rt kr) (34) 
2NF R, 


= AY H, tH, Cos 2wt,,.) = (14K NA sinwt My sin set... ] (58) 
Let wWt=< be the instant 13 begins to conduct 


NT. = Ajin, tH, Coso see) - (+k) tH, bine + Hy sino] (36) 
3 


the time average value of 1] is; 


2 7 
“ gave) = t n = d (wt) (37) 


o 


Using the expression for 14 during the three successive 


stages and the proper limits of integration for each gives; 


A FU به‎ C; EEUU E "E Sin 26 +H sin 4... | 
6 9 x 


M(ırK')-2 


+ (11 | M cose + Hs u] (38) 
3 


Equating equation #39 and #ul 


JH, t Ha 6 P Coo KOCH, Sing +s Sin sessi] = 


2 


AH, - 24 (He Sin 26 + Hy sino...) ۷ Cose 44, Coss.) 39) 
7) - 2 6 = = 


) H, > ده‎ 26 +H, وی‎ 46,,,) - (O3k)( H, sino + As Sindo...) = 


- 2 0 (H, Coso + Hs © ل.. 50 كه‎ ?( H2 $in20 + Hy 5۱۸7 (...ى4‎ (A40) 
T(t*k)-29- 3 g 4 


(43) 








If terms higher than the second harmonic are omitted then the 


expression can be reduced to 


1 (41) 


(SA 6 - / 2 سس سس سس‎ 
Il ى - لمع‎ Can a 4 Hae (14 k] Seco 
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Hu: U I, (t Bm) smh «B, +4680 
H.= ZUI (4 G,) cosh سا‎ B, + & Be 
H, :-2U I; (4. Bm) sinh u B, 
Hz =-2U1L, (4 Bm) cosh u B, 
بالا‎ = ZU م ا ول‎ B.) sinh « Bo 


HA RU 1, (u B) Cosh u B, 
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APPENDIX C 


Universal Curves for Magnetic Cores 


Simplifying Assumptions 


lə Sinusoidal variation of flux with an impressed sinu- 
soidal voltage. 

2. Assume the flux follows the normal magnetization curve 
when the core is unsymmetrically magnetized. 

3. Neglect the core loss. 

ho The d.c. magnetization curve can be approximated by the 


following expression 


O NT DA 


27^ 


۳ Uniform flux distribution im the core., 


Ri 
Le 


Y 


re 


If there is no current in the control winding then from 
the first simplifying assumption, the expression for the in- 


stantaneous flux is represented as follows: 


U = Wa Sin wt (1) 
U = Bm À (2) 


Example - Let n = 9 then 


(45) 








ee 4 ER Sin wt $C, U, yn rt (3) 


The rms value of the current is the square root of the sum 


of the squares, n iz 
2 e 2 1 
"A = 2 [c uo fent dlist) + ©, Cy 724 PM 4 (wt) 
o m 5 


(Sup [sun 13 we dewe) / (4) 


o 


Using B. 0. Pierce's book - "A Short Table of Integrals" 
equation intergrades into 


1 


2 2 x 18 
(CMR E A er (5) 
2 (rit  T*(6) 7 (10) 


An approximate value of this expression is 


idz 
TCO COC ا‎ (6) 
a Perey 9 ment 
(2)% 777 ۰( 
Iz < 0.707 C, + 0.430, Us, (7) 


This is the rms value of the current in one of the anode 
colis. The line or load current is twice this value for the 
coils connected in parallel, 

Bg 640. eé CE (8) 

The equation under assumption #4 or equation #8 permits 
the calculation of the instantaneous or the rms value of the 
anode current, for the case when the control current is zero. 


With de control current U becomes 


U - Y + We Sin wt (9) 


Substituting this in the equation of assumption #4 and 


(16) 








letting n= 9. 


T C Sim wt) t ES BER ERST (10) 


Expanding the last term by the binomial theorem 


27^ 


به Siw‏ بدا UÈ‏ و + Gli) ES Senn c/u,‏ ره 


+36 U, U^ u$ - Scoszwt]) + 84U uj? (.75 sin آل‎ -.25 Sin 5€) 


^n 


* 126 N (.375 -.SCos2zwte.ı25cos4wt) + ۱2 لاه‎ U, 5 sin wt 

- 513 sin 3wt + 065 Sin Swl) + BF DE (. 3/3 —.469 Cos 2w8 

+ ,/ 8 5 Ccos4wC - 031 Cos 6ut) + 36 OS UN (. 547 sin wt - . 528 sinswl 
./09 Sin 5 سا‎ -.o/6 Siw we) ? 9u, US f. 273 —. 436 Cos2wt + . 219 Cos 401 

t 0/6 Cos Gwt # 008 Cos Gut) + IR (.492 ]ی دمک‎ —. 323 sin 3 wt 


LI Sin Sut - ooy SINN 72wt* + oot si”3wt) (11) 
In the A.C, line current the odd harmonics in each leg 
add but the even harmonics circulate between the windings 
and do not appear in the line circuito. The instantaneous line 


current is 


4 / 
L = A SBOE - J, sin gut ۰ Losin Quest . (12) 
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1 9 
- ¿QU +26 UY, + 6 SU US + 78,74, US +9 7 يل‎ Ue ۰ ”يل وه‎ | 


Fb 


à 
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: 2C | zutu? + 324US 4^ » an] Un +.328UY2 
9 o "^ o ^ 
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Í > 26 7874 كنا‎ +39 U^ +. 1414 | 


Ys 


e 2c, [.562 یلا‎ Un + 035 Un | 


7 : 8C | جمه,‎ Um | 


(1,7) 








Dividing both sides by 





An In 5 7 a. E; ۲ Y - Uo 
Eg 
2G Um C Aa Um 
Then 
A. a ورب و7 وم ب ۹ وب‎ 4.492 (13) 


AE ۳ + 3940) بعر‎ 


Aes 787 ۳ 3940 4.141 





Ay= 5۵2۲۴ 035 
EE oof 
ZAR . 
ZU. -y En > FE ۱ 
e 
For r equal to one tenth: 
2 
۰ - (ines) (14) 
2 2 
A (47) =-=. RR 
ae NS 
S و“ ر‎ 3 
EA = 7 
"hes 
Tr . ZArım > A +, 17 (3500) 
"c. GI G 
T d 16 
Tyr - 1,414 Q, Um + 1.23 Cg Um (16) 
Define 
9 (3899 
L > - ىر‎ 414 C, U 
Lems ` Ir n 


(4,8) 








Li EN CHUR (18) 


rms 
This is the curved portion of the magnetization curve 
less the straight line portion of the curve. Designating 
Ht as the current at the point of fit, and Ua as the 


rms 


peak value of the a.c, flux at the point of fit. 


4 


1 TS E (19) 


rms => 


Substituting these values into equation #8 


9 
1 يم‎ 2 860,0, LAC Un 4404 4 (20) 


I COC, O (21) 
Dividing equation #18 by #21 
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Tens = TEGAN Cs Un (22) 
I sas .86 “يلا و6‎ 
E = Erm; = T (23) 
Ur ci 
5 Z9 
Lreu = de 42 E ppu (24) 


Sinilar equations can be developed for values of r 


other than 0.1. Some of these are listed below 


r Equations (25) 
y Lp 1a 

D Pesca Siy 

/. o Inne = 3.05 m En. 


(49) 








3.0 7 s 7 7, wom E. 


rmu 


۸ 9 


These curves are shown on graph #lc for different values 
OL To 


The constant term in equation "11" is the d.c. current 


in the control winding required to produce the different de- 


grees of saturation. Listed separately they are: 


Les E رده‎ +/8 did تبن‎ * 47,2 YO 
426.2 UUs + 2464, Um | (26) 
Wc Um E L e - C, و لا‎ = r? piar’ 42,2r°4 26.2 r'.246r (225 
9 9 
Cs Um C Un 


T. - 30 Un Cv rıar'sazzr’ıze.zr?+ 2 46r) (28) 


For various values of r 


Io 


F 
0 igs © 
4 T_= 2 ۷۵ C Um 


(29) 
e AB 614 CUE 


lo I,: 9.48 x" ) برلا‎ 
3,0 Za: 712 xio” US 
40 I,- 6,06 x70 Q Um 
Dividing the equations listed under #29 by equation 
#21: 
m. RR (Trier 22r + مج‎ r+ zer) CoU (30) 
1 و بر‎ 


. 86 Cy Un 


(50) 








O y جح‎ 
X Do d 
5 ee Er (31) 
1.0 Ta ۱.۱ 0 x,0° بذك‎ 
3.0 Loro : 8.28 T Zn 
4.o Taa LOS E ten 


Choosing values of Iovu as a parameter, Er pu may be 


solved for using r as the variable, 


Topu = Brpu Irpu 
0205 eu 1456 x P OR 2 1. 
0.05 GE 6.99 x 10 050 
0.05 0 mise x VO 0.138 
0205 1220 6.04 x 10 0.113 
0.05 1.0 7408 x 10 0.102 
O el 316 x 10 0.443 
0.1 .5 Letter x 10 0.289 
ری‎ DFO 9.04 x 10 0.276 
9051. 3e 0 TAX I 0.226 
Orl 4.0 l.42 X 0 0,204 
0,315 yl 178 x 10 0,661, 
042.5 .5 2.19 x mW 0.449 
8 15 LC 1.36 x MO 0.411 
05 0 Jc 10 0.339 
0.15 4.0 2.194 E 10 0,306 
0.20 1 6.32 x 10 0.886 
0:2 25 2.009 10 0.598 
Ome 1,0 1.6L e I) 0.552 
0.2 230 2 LE VO 0.452 
0.2 تا 200 لا‎ 0.408 
0.3 ol 9.48 x 10 da 

03 05 91 x 10 0.897 
0.3 1.0 2 2 MD 0.828 
0.3 3.0 3,63 x 10 0,678 
0.3 با‎ 0 25 x 10 0.612 


(51) 








This information is plotted on graph #1C. The next value 
of current that is important is the average value of the Anode 
current since in most applications it is this value of current 


that is used with feedback circuits. Without d.c. saturation 


© 


US 
2 7 
The e = T) Siw of du) t KC, ug | har d (ust) (32) 
77 9 
The average value of equation #32 is given next. 
a. CU EO (389 
(AVE) ^. ` PAN ۲ Su 
The total average current for the two anode coils in parallel 


is twice this value, 


1۳ HACES. ERRE US (34) 


With a current in the control windings, from equation #12 


ver ^ 


E G Sin Ec S233 s a T,sin Sut (35) 


~ 


This current can be averaged as before for the rms values» 


5 LES + . ۸27 2 + .074 E, - . 22, - ost, | (36) 


(AYE)JT ` 


Ape = karst s f. ena. = IO TAL - 09187 10914137) 


Computing the equation of Im( for the value of r 


ave) 


equal to 0,1: 


Aye = 6363 4.365 , a: C, (38) (39) 


AVE ^ Ena 


& 
Cy Un 
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I ANC (N TER (40) 


T(AVE) 
Defining es) by the following equation 
"S E Lave ۸ e Um (41) 
T 75 رح‎ 9 
1 T(AVE)... 2S ARA AD A 
T 9 TUE BAC U (42) 
RMS 


for the value of r equal to 0.1: 





= Japu 
27 9 
our Tas . 55 Xo ee 
0.5 RT = 4.43 0 Em 
1.0 TER Cools 
3.0 Ken = 4,56x Jo? Erne 
laO T = 124x710 E 
0 I د‎ cc MC 
From the table following equation #31 the values of 
Nou are available for substituting into equations #43 for 
the evaluation of Iapu’ The following table tabulates these 
results. 
Iopu 5 La pu lopu 3 lapu 
0705 nl bo =L 1 e 
0.05 e 5 ol ol > ” 
U0; 1.0 sal pL IRO «20 
0.05 340 .095 el 360 . 19 
S 1.0 2095 Kal با‎ 0 120 
05 s «1,05 «a = Jl با5ه‎ 
0.15 05 e 30 of 25 oh 
0.15 1,0 . 30 T. 1.0 اه‎ 
OS 3.0 0285 T- 320 . 36 
DES 4.0 «264 Y- با‎ 0 ° 358 
Op 3 al ST 
0.3 > .60 
0.3 180 .60 
029 3500 d 
028 4.0 0528 











These results are graphed on graph #2C. Note here as 
in Appendix A the graphs are so constructed that the unknown 
factors that vary with materials are divided out. The results 
are that the curves can be used with cores with different 
magnetizing characteristics. Other graphs other than the 
ninth power can also be computed and graphed. The fifth, 
ninth, and fifteenth power curves are shown on graphs 71 


and #2 in Chanter two. 


(54) 








و مب 











++ 
-- 


»م . 


rn... pto 
> - 
.. 
— 
+ 
o 9 


۰ 
* 


+ 
pr. 
i e. 
a 
t- 
r 


| 


- 


E 


M 
¢ 


hg 


ا 
„e‏ 
tias‏ 
— 


ie 
1 
UM 
e مهمو‎ 
۰ 


۰ 
1 

-4 
0 


۰ 


pee‏ ج اه 
4 


ee 


+ f 


BE 
d 


Lire ys. 


۳ 
[E 


He ae tnt 


ا 











APPENDIX D 


Magnetic Response Determination by Graphical Method 


The following equivalent circuit may be used for de- 


termination of the response time of the amplifier: 
R 


dO R. £ 
dt l (1) 


Where the total change of flux is a nonlinear function of 
time due to the changing value of L as changes, The method 


of taking increments is performed as follows: 





ACE E CR (2) 
At 
__ ALP - Rat 
LE - 3 


R 
Graph 1-D of vs. I is a graph of equation #1. For 


convenience of computing make the construction as follows: 


Construct a vertical line at I = E/R and another at I= 2E/R, 
Choose a point "P" on the curve, and aA with "P" as its 
center. Draw a line "DCB" as shown on the graph #1-D. Next 
draw a line AF from the other end of Ay and passing through 


"C". The two triangles ABC and CDF are similar, 


Aw - DF (4) 
£6 5 
Ze DFE-^.; DU - Rat - Ah (5) 
> - م‎ £ 
e R 
At z^ (6j 








Thus a current change a: causes a flux change ap in a time 
at: h/E, ôt will be in seconds, AP is in webers and E is 
in volts. If a large ۵۷ is to be considered it should be 
broken up into several increments for accurate results. The 
total time is the sum of each increrentel time, 


To calculate the decay time the equivalent circuit is 


rearranged as shown below: 
R R, 





L 
- dp + Rol = 0 (7) 
dt 
Er = o At (3) 


R, is the equivalent reflected resistance from the anode wind- 
ing and was included in the Ry of the equivalent circuit for 
the computation of the time of rise. The method of construc- 


tion is shown in graph #2-D. k is equal to -E/R. 


a0_- 2 _ (9) 

u. R, at 

At - 2n (10) 
k Po 


The time for a large change of 4% is computed in a 


manner similar to a large rise by taking several increments. 


(58) 
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